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DATASHEET     

PRODUCT SPECIFICATIONS 

Power supply: 6-36 VDC 

Max power consumption: <0.5 W (30mA @ 12V / 18mA @ 24V) 

Output: 

- Flow – TTL (up to 10kHz) 
- Flow – 0/4-20mA 

Analog output load: max 500Ω 

Analog and Frequency Outputs are free scalable in FlowHow+ programming software 

Electronic has no temperature (viscosity) compensation 

Dimensions: 36x60x155mm (H x W x L) 

Weight: 220g 

Temperature Range: -40°C … +85°C 

Storage temperature: -55 … +125°C 

IP rating: IP50 

Compliance: CE / DIN EN 55011, DIN EN 61000-4-2 
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Configuration 

Power / Signal output 

Connector: KPT2E12-10P-A34 

A  – Power supply + 
B  – Power supply - / GND 
C  – N/A 
D  – N/A 
E  – Flow frequency output  
F  – N/A 
G  – N/A 
H  – Flow analog output 
J  – N/A 
K  – N/A 

 

Programming 

Compatible with TrigasDM programming cable only. Use of different cables may damage the electronic 

 

Prog. 

LNA-RF-12-V1-04-07 Mini TriLIN Linearizer/Flow Computer 

RF - RF Pickoff  

12 – Scalable flow TTL Pulse + 0/4-20 mA Analog linearized Outputs 

V1 - 6-36 VDC Power supply 

04 - Mini TriLIN housing Pickoff mounted (RF Pickoff included) 

07 - RF Pickoff Flying Leads 5/8"/MIL 10-pin Bayonet/Lemo EGG.0B.304 connector (LINK Equivalent) 

 


